
Stock Number Set Serial Number
Set Manufacturer Year Of Manufacture
Set Model Price

Date Into Stock

kVA
kW Open / Skid
Volts Sound A�enuated
Hz Containerised
Amps Sound Level 75% @ 1m
Make Length mm
Model Width mm
Serial No: Height mm (excl exhaust)
RCD Height mm (incl exhaust)
MCB | ACB Colour
PMG | AREP Condi�on
Heater Ligh�ng    AC / DC

Bunded Floor
Make
Model Weight Kg
Serial No: Corner / Centre Point
Hours Forkli� Pockets
Exhaust Type Trailer
Bellows
Voltage Make
Ba�eries / Ba�ery Type LED / Analog
Ba�ery Isolator Hour Meter
Water Jacket Heater Oil
Lube oil top up Water
Racor Filter Ba�ery
3 Way Fuel Valve Amp
Fire Drop Valve Volts

Hz
Skid / Free Standing AMF - Parallel
Single Skin / Bunded Ba�ery Charger
Capacity Litres
Capacity Hours @ 75% Sockets
Fuel Gauge
Transfer Pump

All Diesel Generators Are Inspected And Tested Prior To Dispatch

Additional Data

Fuel Tank Data

Asset Data Information

Alternator Data
Enclosure Data

Lifting Data / Chassis

Control Panel Data

Engine Data

XP22506

FG Wilson
P2200EX

September 2023

2250

1800

50

Stamford 6100

Blue

Perkins

4016-TAG2

On chassis

< 1,000 

Single, loose

24V Deep Sea DSE 7310

LED

No

No

No

Yes

Yes

Yes
Yes

AMF

No

No

415/240

3130

£80,000.00

No

No 
No

No
Yes, pumped

Yes, no tank

No
No

No

Yes

No

Yes, under engine

Yes

No

Yes

D2677A/001

14000

1998

2300
3170

LV51814D2

0850306/01
No

DGB160746U0325D

4 x Lead Acid

No

No
No
No

N/A

N/A

Yes

Yes

Ex factory standby Generator.  Floor mounted circuit breaker available at additional cost.
Exhaust is loose; 4100mm long and 1040 mm diameter.
Set has oversize alternator rated at 2700KVA which has many advantages when applying it to high 
load impacts or harmonic loads application.

Yes, x 2

AVM's Yes x 10
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